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Genset Application

Engine model BHP Specific Fuel con. Dry Weight Kg. Dimension (mm)
@ 1500 rpm gm/bhp/hr Length Width Height
2185 GM 18 167 190 760 550 890
3255 GM 25 166 240 814 550 905
3305 GM 30 165 245 880 550 905
4375 GM 37 160 295 1050 640 1045
4445 GM 44 157 310 1125 640 1030
4575 GM 57 154 325 1195 640 1030

Technical Specifications for Mahindra Engines

Engine Model 2185 GM 3255 GM 3305 GM 4375 GM 4445 GM 4575 GM
Number of Cylinder 2 3 3 4 4 4
Cylinder bore (mm) 88.9 88.9 88.9 88.9 94 94
Cylinder stroke (mm) 110 101.6 110 110 115 115
Engine Displacement (cc) 1365 1895 2050 2730 3192 3192
Compression Ratio 19.5:1 19.4:1 19.4:1 19.4:1 19.4:1 18.4:1
Method of Aspiration Natural Natural Natural Natural Natural Turbo
Method of Starting (12 V) Electrical Electrical Electrical Electrical Electrical Electrical
Type of Governor Mechanical Mechanical Mechanical Mechanical Mechanical Mechanical
Direction of Rotation Anticlockwise when viewed from
The Flywheel end.
Interval of oil filter change 250 Hrs 250 Hrs 250 Hrs 250 Hrs 250 Hrs 300 Hrs
Capacity of Battery 75Ah 75Ah 75Ah 75Ah 88Ah 88Ah
Flywheel Type SAE10 SAE10 SAE10 SAE10 SAE10 SAE10
Flywheel Housing Type SAE3 SAE3 SAE 3 SAE3 SAE 3 SAE3
(Optional)
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